GENERAL NOTES.

T, TAX MAP DESIGNATION SECTION 20 BLOCK 1 LOT 83,

2. TOTAL AREA OF PARCEL B3.99%

3. TOTAL NUMBER OF EXISTING COMMERCIAL LOTS: 4

4, PROPOSED ON--SITE DISTURBANCE: 0.90 ACRES.

5. PROPOSED SUBDIVISION TO BE SERVED BY INDMIDUAL WELLS AND SEPTIC
SYSTEMS. NO PROPOSED DESIGNS NOR ANY REVIEWS HAVE BEEN PERFORMED
FOR THE INDIVIDUAL LOTS; AS SUCH, THERE IS NO INDICATION AS A RESULTY
OF THIS COMMERCIAL SUBDMSION AS TO THE AVAILABILITY OF SUITABLE S0ILS
FOR EACH LOT, NOR THE TYPE AND INTENSITY OF DEVELOPMENT THAT THE
INDIMIDUAL LOTS CAN SUPPORT, PRIOR TO ANY USE BEING APPROVED BY THE
PLANNING BOARD, THE OWNER OF THE INDMIDUAL LOT WiLL BE REQUIRED TO
DEMONSTRATE THAT AN ACCEPTABLE SANITARY DISPOSAL SYSTEM AND WATER

SUPPLY WELL CAN BE CONSTRUCTED,

6. TOPOGRAPHY BASED ON AERIAL SURVEY PERFORMED BY ADR ASSOCIATES INC.
7. FEDERALLY REGULATED WETLANDS EXIST ON SITE. NO WETLANDS DISTURBANCE

IS PROPOSED AS PART OF THIS APPLICATION. WETLANDS SHALL BE SHOWN ON
INDIMIDUAL SITE PLANS AT THE TIME OF INDMIDUAL COMMERCIAL DEVELOPMENT.
B. THE TEMPORARY RIGHT—-OF~LAND TO SERVE THE TEMPORARY CUL-DE--SAC
SHALL REVERT TO ABUTTING PROPERTY OWNERSHIP WHEN THE PROPOSED
ROADWAY, CLARK DRIVE, 15 EXTENDED
9. THE HINGE POINT OF THE EXISTING CELL TOWER IS 75" AND THE OVERALL

HEIGHT OF THE TOWER 1S APPROXIMATELY 150°.
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EXISTING ROADWAY SIGN DATA TEXT

NUMBER

SIGN . MUTCD
SIGN TEXT SIGN TYPE OF
NO. ’ TERATIONS | NO-
1 NO U~TURN SIGN 1 R34
2 WEIGHT LIMIT 5 TONS WEIGHT LIMIT SIGN 1 R12~1
EXCEPT LOCAL DELIVERIES
3 STOP STOP SIGN 1 R1-1
4 | STOWAWAY SELF STORAGE BUSINESS SIGN 2 N/A
207
5 8301 MILE MARKER 1 N/A
1134
6 TOLEMAN ROAD ROAD NAME SIGN 1 N/A
7 : BLUE ROADWAY
BROTHERHOOD WINERY INFGRMATION. SIGN 1 N/A
- ‘
8 SIDE ROAD AHEAD ‘
(LEFT) 1 W2 21
UNDERGROUND
9 TRANSCONTINENTAL UNDERGROUND 2 N/A
CABLE LINE UTILITY MARKER
10 LEFT CURVE AHEAD 1 W1-2L
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NEW YORK_STATE DEPARTMENT OF TRANSPORTATION NOTES;

1. NO SITE PREPARATION OR CONSTRUCTION SHALL COMMENCE UNTIL A VALID
PERMIT HAS BEEN SECURED FROM THE NEW YORK STATE DEPARTMENT OF
TRANSPORTATION.

PLANNING BOARD APPROVAL

2. NO PLANTING SHALL HAVE THE DRIP EDGE PROJECT WITHIN THE STATE R.O.W.
( IN FEET ) AT MATURITY
| inch = 50 ft. 3. NO SIGNS SHALL BE PLACED OR PROJECT INTO THE STATE R.O.W.
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CLARK DRIVE PROFILE
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PROJECT TITLE

NYSDOT

DRAWING TITLE

SEC. B9 — BLK 1 — LOT 83

UNAUTHORIZED ALTERATION OR ADDITION TO A PLAN BEARING A LICENSED
LAND SURVEYOR'S OR PROFESSIONAL ENGINEER'S SEAL IS A VIOLATION OF
SECTION 7208, SUB-DMSION 2 OF THE N.Y. STATE EDUCATION LAW.

O.CRD, SHEET NO | DEC. SHEET NO | DRAWNG NUMBER
i OF 4 | 4 OF # |._2 OF_3
SCALE CAD REFERENCE |PROJECT NUMBER

\ =50 | 22107-ENG 7

22107.01
ﬁ%fV




CONSTRUCTION AND EROSION CONTROL SEQUENCE

MEASURES WILL BE TAKEN TO PREVENT SOIL EROSION DURING PROJECT
CONSTRUCTION,  ALL FRESHLY DISTURBED AREAS THAT WILL REMAIN DIS—
TURBED FOR MORE THAN A PERIOD OF SEVEN (7) DAYS WILL BE
STABIIZED BY TEMPORARY SEEDING.

A A SEDIMENTATION BARRIER CONSISTING OF A FILTER FABRIC CHECK
DAM WILL BE PLACED THROUGHOUT THE SITE. PLACEMENT IS SHOWN
ON THE EROSION CONTROL PLAN ( *ALSO SEE STREAM, DRAINAGE
SWALES, AND EMBANKMENTS NOTE. )

B, CREATE DIVERSION SWALES TO DIVERT OFF-SITE WATER PRIOR TO
ENTERING THE SITE, INSTALL A CRUSHED STONE VEHICLE WHEEL
CLEANING BLANKET WHERE THE CONSTRUCTION ACCESS ROAD
INTERSECTS WEST MAIN ST. DRIVE, ROUGH GRADE PROPOSED ENTRANCE
ROAD,

C.  AFTER VEGETATION IS CLEARED FROM AREAS TO BE GRADED, FILLED,
OR EXCAVATED, TOPSOI WILL BE STRIPPED FROM ALL AREAS TO BE
DISTURBED.  THE TOPSOIL WILL BE STOCKPILED AND STABILIZED
WITH A TEMPORARY RYE GRASS COVER, AREAS ARE PLANNED ONLY TO
BE CLEARED PRIOR TO CONSTRUCTION ACTIVITY.

EROSION CONTROL
MAINTENANCE REQUIREMENTS

= THE MAINTENANCE OF EROSION CONTROL DEVICES WiLL BE
THE RESPONSIBILITY OF THE CONTRACTOR. THE JOB
SUPERINTENDENT WILL MONITOR THE CONDIVION OF ALL
THE DEVICES, CLEAN OR REPLACE STRUCTURES AS CLIMATIC
CONDITIONS REQUIRE. THE DEVELOPER WILL ALSO BE
SUBJECT TO THE DIRECTIVE OF THE DESIGN ENGINEER AND
VILLAGE REPRESENTATVES TO INCLUDE VILLAGE ENGINEER, HIGHWAY
SUPERINTENDENT AND BUILDING INSPECTOR,

- GENERAL CONTRACTOR AND ALL CONTRACTORS SHALL PERFORM
AlL WORK IN ACCORDANCE WITH THE APPROVED PLANS AND
MAY BE SUBJECT TO ADDITIONAL EROSION GONTROL REQUIRE-
MENTS AS CONDITIONS MAY ARISE IN THE FIELD OR AS
DIRECTED BY THE DESIGN ENGINEER.

= THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL
DEVICES N ACCORDANCE WITH THE APPROVED PLANS,
MANUFACTURER'S RECOMMENDATIONS AS DIRECTED BY THE
DESIGN ENGINEER AND VILLAGE REPRESENTATIVES INCLUDING
m%g&aﬁ&@@mﬁﬁ% HIGHWAY SUPERINTENDENT AND BUILDING

=~ NO EROSION CONTROL STRUCTURES SHALL BE REMOVED
UNTIL. ALL WORK UPETREAM THEREFROM HAS BEEN COM-
PLETED, INCLUDING STABILIZATION AND APPROVED BY THE
DESIGN ENGINEER AND VILLAGE REPRESENTATIVES,

=~ ALL CONSTRUCTION EQUIPMENT SHALL HAVE PROPERLY SIZED
MAINTAINED MUFFLERS.

-~ ALL CONSTRUCTION EQUIPMENT
NOT IN USE,

SHALL. BE TURNED OFF WHEN

STREAMS, DRAINAGE SWALES
AND EMBANKMENTS

-~ FILTER FABRIC IS 70O BE MIRAFI 140 AS MANUFACTURED BY THE
CELANESE CORPORATION OR APPROVED EQUAL.

~  EROSION MATTING 15 TO BE ENKAMAT TYPE 7010 AS MANU~
FACTURED BY THE AMERICAN ENKA COMPANY OR EQUAL.

- STABILIZATION FABRIC 1S TO BE GT.F. 150 EXXON GEOTEXTILE FABRIC
AS MANUFACTURED 8Y THE EMXON CHEMICAL COMPANY OR EQUAL.

«  ALL CONSTRUCTION ACTIVITIES IN OR EXISTING AROQUND DRAINAGE
SWALES OR WETLANDS ARE TO BE PROVIDEDRD WITH TEMPORARY
EROSION CONTROL STRUCTURES AS SHOWN IN DETANL, LOCATED
IMMEDIATELY DOWNSTREAM FROM SUCH ACTIVITY. THESE STRUCTURES
ARE TO BE IN PLACE AS SHOWN PRIOR TO THE START OF ANY UPw
STREAM CONSTRUCTION ACTMITY.

= CONSTRUCTION OF TEMPORARY EROSION CONTROL STRUCTURES ARE
TO BEGIN WITH THE FARTHEST DOWNSTREAM (THE SILT FENCE) AND
THENCE PROCEEDING UPSTREAM.

- AFTER CONSTRUCTION, OR AS DIRECTED 8Y THE ENGINEER, THE
TEMPORARY EROSION CONTROL STRUCTURES ARE TO BE REMOVED
IN REVERSE ORDER WITH THE MOST UPSTREAM STRUCTURE RE-
MOVED FIRET AND THENCE PROCEEDING DOWNSTREAM TO THE
ST FENCE.

- AL TEMPORARY EROSION CONTROL STRUCTURES ARE TO BE LEFT
IN PLACE, MAINTAINED AND REPLACED AS NEEDED UNTIL ALL WORK
UPSTREAM THEREFROM HAS BEEN COMPLETED AND ALL RELATED
CONTROL STRUCTURES HAVE BEEN REMOVED.

= ALL EMBANKMENTS TO BE GRADED AND SEEDED IMMEDIATELY UPON
BEING LAID BACK.

= STABIIZATION OF THE SWALES WILL INCLUDE SEEDING AND STRAW
MULCH ON SLOPES LESS THAN 5% AND JUTE NETTING OR EQUAL
ON SLOPES EXCEEDING B,

=~ TOPSOIL AND/OR EARTH STOCKPILE SHALL BE LOCATED QUTSIDE
OF EXISTING DRAINAGE SWALES, WETLANDS AND ADJACENT AREAS,
SILT FENCES WLl BE PLACED ALONG THE TOE OF THE PILES
AND THESE PILES SHALL RECENVE TEMPORARY SEEDING.

ALL DISTURBED AREAS WILL BE MINIMIZED IN SIZE AND SPECIAL CARE
WILL BE TAKEN AS TO THEIR LOCATION WITH PROXIMITY TO OTHER
FACILIMES.  SPECIFICALLY, THE FOLLOWING MEASURES WILL BE IMPLE-
MENTED DURING CONSTRUCTION:

D.  ANY AREA WHICH WILL. BE UNIMPROVED FOR 7 DAYS OR MORE
WILL. BE SEEDED WITH A TEMPORARY RYE GRASS MIXTURE, WATER
BARS WILL BE CONSTRUCTED AT SUITABLE INTERVALS (VARIES
DEPENDING ON SLOPE) ALONG ROUGH OR GRADED ROADWAY TO
CONVEY STORMWATER TO RETENTION POND

E. AFTER CONSTRUCTION 1S COMPLETED, TEMPORARY DIVERSION SWALES
WILL BE REMOVED. STOCKMILED TOPSOIL WILL BE SPREAD TO FINISH
GRADES AND PERMANENT LAWNS AND LANDSCAPING WILL BE ESTABLISHED.
REMOVE SILT FENCING, IN REVERSE ORDER INSTALLED.

Foo ALL NEWLY SEEDED VEGETATIVE COVER ON ALL DISTURBED AREAS
OF THE SITE WILL BE MAINTAINED, WASHOUTS OR IMPROPERLY
GROWING AREAS WILL BE CORRECTED AS THEY OCCUR.

LPERMANENT SEFDING MIXTURES

At R M oo (N A IS R st e

MODERATE TO STEEP. SLOPES AND LOW MAINTENANCE AREAS

SPECIES APELICATION RATE
EMPIRE BIRDSFOOT TREFOIL 8 LBS/ACRE
TALL FESCUE 20 LBS/ACRE
RYEGRASS 5 LBS/ACRE
GENERAL RECREATION AREAS AND LAWNS

SPECIES APPLICATION RATE

SUNNY SITES (WELL, MODERATELY WELL AND SOMEWHAT POORLY
DRAINED SOILS)

65X KENTUCKY BLUEGRASS BLEND
20% PERENNIAL RYEGRASS
15% FINE FESCUE

85-114 LBS/ACRE
26~35 LBS/ACRE
19-26 LBS/ACRE

i

4

A

AN

EXISTING GROUND

MAX. 6" MESH)

4’

MIN. LEVEL

| 6 MIN. LEVEL (SWALE B) !

CONSTRUCTION SPECIFICATIONS

1.
2.

7. ALL

oo

SUNNY._DROUGHTY SITES (SOMEWHAT EXCESSIVELY TO EXCESSIVELY

DRAINED SOILS)

114~143 LBS/ACRE
26-33 LBS/ACRE
3544 LBS/ACRE

65X FINE FESCUE
15% PERENNIAL RYEGRASS
200 KENTUCKY BLUEGRASS BLEND

SHADRY DRY SITES (WELL TO SOMEWHAT POORLY DRAINED SOILS)
BO% SHADE TOLERANT KENTUCKY

BLUEGRASS BLEND
20% PERENNIAL RYEGRASS

105-138 LBS/ACRE
2537 LBS/ACRE

SHADY WET SITES (SOMEWHAT POOR TO POORLY DRAINED SOILS)

JOR ROUGH BLUEGRASS
80% SHADE TOLERANT KENTUCKY
BLUEGRASS BLEND

60-91 LBS/ACRE
25-39 LBS/ACRE

ALL TEMPORARY SWALES SHALL HAVE UNINTERRUPTED POSITIVE GRADE TO AN OUTLET.

DIVERTED RUNOFF FROM A DISTURBED AREA SHALL

DEVICE.

BE CONVEYED TO A SEDIMENT TRAPPING

. DIVERTED RUNOFF FROM AN UNDISTURBED AREA SHALL QUTLET DIRECTLY INTO AN UNDISTURBED

STABILIZED AREA AT NON-—-EROSIVE VELOCITY.

ALL TREES, BRUSH, STUMPS, OBSTRUCTIONS, AND OTHER OBJECTIONABLE MATERIAL SHALL BE
REMOVED AND DISPOSED OF SO AS NOT TO INTERFERE WITH THE PROPER FUNCTIONING OF

THE SWALE.
THE SWALE SHALL BE EXCAVATED OR SHAPED TO LINE,

GRADE, AND CROSS—-SECTION AS

REQUIRED TO MEET THE CRITERIA SPECIFIED HERE IN AND BE FREE OF BANK PROJECTIONS OR
OTHER IRREGULARITIES WHICH WILL IMPEDE NORMAL FLOW.

. FILLS SHALL BE COMPACTED BY EARTH MOVING EQUIPMENT.
EARTH REMOVED AND NOT NEEDED ON CONSTRUCTION SHALL

BE PLACED SO THAT IT WILL

NOT INTERFERE WITH THE FUNCTIONING OF THE SWALE.

H&E MQK

1
2

3

4

L?%WEL

0.5-3.0%
3.1-5.0%

5.1-8.0%

8.1-20%

TYPE "A” (5 AC OR _LESS)

. STABILIZATION SHALL BE AS PER CHART BELOW:

TYPE "B” (5 AC_~ 10 AC)

SEED AND STRAW MULCH
SEED AND STRAW MULCH

SEED AND STRAW MULCH

SEED USING JUTE OR
EXCELSIOR

LINED RIP—RAP 4-8"
RECYCLED CONCRETE EQUIVALENT

ENGINEERED DESIGN

SEED WITH JUTE OR
EXCELSIOR; SOD

LINED 4~8" RIP—RAP

9. PERIODIC INSPECTION AND REQUIRED MAINTENANCE MUST BE PROVIDED AFTER EACH RAIN EVENT.

TEMPORARY SEEDING SCHEDULE

SEED

1. TEMPORARY SEEDING SEASON:
MARCH 1 TO JUNE 15
AUGUST 15 TO SEPT. 15

2. SEEDING:
4 LBS. ANNUAL (OR PERENNIAL) RYE/1000 SF.
FERTILZING:
16 L85, 10-20~-10 COMMERCIAL FERTILIZER
/1000 SF, ANCHOR W/ CUTBACK ASPHALT
MEDIUM CURING

5. MULCH:
B8O LBS, SALT HAY OR STRAW/1000 SF.
(MC—-250 OR MC~B0D €@ 383 GAL./ACRE) s

POR mmg\yggmgﬁ?(%@gﬁ CURB
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15" [TEM 402.127101
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* NOTE: ALL THICKNESSES ARE MINIMUM

iy

- 25" ITEM

- STRAW, WOOD CHIPS, OR APPROVED
FABRICS MAYEE USED AS MULCH

- STRAW MULCH CAN BE APPLIED BY
MECHANICAL BLOWERS OR BY HAND TO
PRODUCE A LOOSE LAYER 3/4" THICK

~ WOOD CHIPS SHALL BE SPREAD EVENLY
OVER THE DISTURBED AREA TO A
THICKNESS OF 2"

= GENERALLY, 3 TONS OF MULCH PER
ACRE ARE SUFFICIENT

STRAW MULCH SHALL BE FINE GRADE

402.257901

FO SUPERPAVE HMA

70 SERIES

COMPACTION

BINDER COURSE
{DENSITY MONITORING

REQUIRED)

35" MIN, ITEM 402.377901

Fa SUPERPAVE HMA
70 SERIES COMPACTION
BASE COURSE

(DENSITY

MONITORING

REQUIRED)

12" MIN,

ITEM 08304.11

SUBBASE COURSE

ALL PAVEMENT TO BE SLOPED TO PROVIDE POSITIVE DRAINAGE

STATE ENTRANCE CURB _DETAILL
NOT TO SCALE
NOTE:

1. ALL ASPHALT TO BE SUPERPAVE HOT MIX ASPHALT AS SPECIFIED,
2. SUPERPAVE HOT MEX ASPHALT PAVEMENT TO BE TACK COATED IN

ACCORDANCE WITH SECTION 407 BETWEEN LAYERS.

3. EXISTING PAVEMENT IS TO BE SAW CUT 2" IN FRONT OF THE PLAGEMENT
OF NEW CURBING, AND BACK FILLED WITH ABOVE SHOWN SUBBASE, BASE,

BINDER, AND TOP COURSES,

. NO SITE PREPAR/WEON OR CONWWUC‘TION SHMJ@ COMMENCE UNTIL A VALID
PERMIT HAS BEEN SECURED FROM THE NEW YORK STATE DEPARTMENT OF

TRANSPORTATION.

2. NO PLANTING SHALL HAVE THE DRIP EDGE PROJECT WITHIN THE STATE R.O.W.

TEMPORARY SWALE DETAIL

N.T.S.

(SWALE A) ‘/;

N
A

(IF NEEDED) CAD/CIV4E
=
25" R.OW. ®
. ol
\ 1570
2
m.:‘_;gjg, y o 1 1/2" HOT MiX
wwwww May o ~ ASPHALT CONCRETE
~op, ¢ FINISH COURSE PAVEMENT
™ "f” w y 00
. . 3 1/2” BASE
<l 3/4" PER FooT | COURSE PAVEMENT ___|
G e
W f";;"“\ﬂﬁﬂw o < ST S
¥ e
ot CONCRETE CURB | . 0 ot

" '-v Y "\\:(;*

—12" FOUNDATION
COURSE (SUBBASE)

b FIRM UNYIELDING
® ONOTE: ALL WHC“KNES%EQ ARE MINIKMUM SUBGRADE

TYPICAL ROAD, HALF SECTION

NOTES:

1. FOR USE OUTSIDE N.Y.S.D.QT. R.OW.

2. ALL TREES TO BE REMOVED WITHIN R.OW. LINES
3. ANY FiLL MATERIAL PLACED WITHIN THE ROADWAY AREA SHALL BE NYSDOT

TYPE NO. 3 SUBBASE MATERIAL UNLESS OTHERWISE ACCEPTED IN WRITING BY

THE TOWN HIGHWAY SUPERINTENDENT AND TOWN ENGINEER., FOR ADDITIONAL
SPECIFIC REQUIREMENTS WITHIN TOWN ROADWAY SEE CHAPTER 252 OF THE

TOWN CODE.
25 MIN,
o = 12 min
RN é
) o " o
™ : & 4 @ . A
Lad . : ) o &
tﬁ ) ” a :
Edg B # k 4y a - ‘ .
PLAN ?
NTS
3 — MOUNTABLE BERM (OPTIONAL)
5 / e 7 W;cwwmgwgr MM B” min,
623.12, CRUSHED STONE #3
Y /
. YO, ) V“”‘, .
TR \ I
mom”rmm: \‘ .
S COMPACTED  SUBGRADE EXISTING GRADE
EXISTING PAVEMENT
“F@WZWON
NOTE:

A STABILIZED PAD OF STONE UNDERDRAIN WITH GEOTEXTILE

N.T.8.

~ WOVEN WIRE FENCE (MIN. 14 1/2 GAUGE,

— 36" MIN. FENCE POSTS, DRIVEN

WOVEN WIRE FENCE (MIN. 14 1/2 GAUGE, T

MAX, 687 MESH)

FILTER CLOTH oo
FLow

[

s

¢ | 10 MAX. C. 10 C. / MIN. 16" INTO GROUND
¥ ! 1'
~ | 4 t @ GRADE . ! . [
N /\\?‘"{ ””””” SN, /\ 2N : i
A A LZAG Y, o : 5%
/"\Q§NV%$N§§W L e e
DRY SWALE CROSS SECTION o 7 M
y FILTER CLOTH -
PERSPECTIVE

/vm 36" MIN. FENCE POST

207 MIN.

AN

EMBED FILTER CLOTH —o

MIN. 8" INTO GROUND

16" MIN.

SECTION

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES

NOTES:

OR STAPLES

~ UNDISTURBED SOl

2. FILTER CLOTH TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES SPACED
EVERY 24" AT TOP AND MID SECTION

3. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL SHALL RE REMOVED
WHEN "BULGES™ DEVELOP IN THE SILT FENCE

FILTER FABRIC CHECK DAM DETAIL

N.T.S.

| SPACING VARIES DEPENDING
ON CHANNEL SLOPE

‘ 5 ‘:. .‘
wl‘ .. {3 ££‘Q .lgf
P w'u.!'...g g
i SAME ELEVATION

".‘* : X \
% .bs so'i :

alyd .Q'..'b:.
’AQQQ

247 MiN.

(SEE Umxz,)
SECTION

LONSTRUCTION SPECIFICATIONS;

1. STONE WILL BE ON A FILTER FABRIC FOUNDATION TO THE LINES
GRADES AND LOCATIONS SHOWN IN THE PLAN.

2. SET SPACING OF CHECK DAMS TO ASSUME THAT THE ELEVATIONS OF THE CREST
OF THE DOWNSTREAM DAM IS AT THE SAME ELEVATION OF TRE TOE OF THE
UPSTREAM DAM.

J. EXTEND THE STONE A MINIMUM OF 1.5 FEET BEYOND THE DITCH BANKS TO
PREVENT CUTTING ARQUND THE DAM.

4. PROTECT THE CHANNEL DOWNSTREAM OF THE LOWEST CHECK DAM FROM SCOUR
AND EROSION WiTH STONE OR LINER AS APPROPRIATE,

8. ENSURE THAT CHANNEL APPUR’HZNANCES SUCH AS CULVERT ENTRANCES BELOW

CHECK DAMS ARE NOT SUBJECT TO DAMAGE OR BLOCKAGE FROM DISPLACED STONES.

CHECK DAM DETAIL

NTS  (F NEEDED)  CAD/CVAS
.
PA\/’EgRQBE ’ o ' 12
(PAVED SURFACE),. »6;" FULL ‘HEIGHT REVEAL © -+ » == g

& CURB FACE |

i) . Ll Fy ',,'

T [ B P
: o}

M”‘ BELOW GRA{)E FC)R "I’YPE BB
' 12 BELOW CRADE F'OF\’ TYPE AB E

g

30" WIDTH

6’ CURB
TERMINAL

107 MIN,

STATE ENTRANCE CURB TERMINAL DETAIL

CAD/ECY
10/02/08| ORIGINAL PREPARATION DATE TBE
DATE DESCRIPTION INTIALS

MAP CHECK DATE: 00/00/00 | INTALED BY: -~ -

NOT TO SCALE

NEW YORK STATE. DEPARTMENT OF TRANSFPORTATION NOTES:

PROPOSED CURB
/—— (SEE DETAIL) TRANSPORTATION,

AT MATURITY

1. NO SITE PREPARATION OR CONSTRUCTION SHALL COMMENCE UNTIL A VALID
PERMIT HAS BEEN SECURED FROM THE NEW YORK STATE DEPARTMENT OF

2. NO PLANTING SHALL HAVE THE DRIP EDGE PROJECT WITHIN THE STATE R.OW.
3. NO SIGNS SHALL BE PLACED OR PROJECT INTO THE STATE R.OW.

PIETRZAK & PFAU

ENGINEERING & |SURVEYING, prrc

CRREICH 2 HAMILTON AVENUR
cosuh?c, r)m YORK 10924 HONTICELLO, NEW YORK 12701
845) 2040808 S \J||/ 77 (45) ToB-4640

SHALL BE LOCATED AT THE POINT WHERE TRAFFIC WILL BE 8" CURB R=25 / R=25" & CURB

ENTERING OR LEAVING THE CONSTRUCTION SITE TO OR FROM TERMINAL / 10°  TERMINAL .

A MAINTAINED ROADWAY. IT SHALL BE MAINTAINED IN A Ewwwi o] XISTING EOP
CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF

SEDIMENT ONTO A MAINTAINED ROADWAY. THIS MAY REQUIRE ‘ e T, ~TAPER
PERIODIC TOP DRESSING WITH ADDITIONAL AGGREGATE, ALL 10 7" 1o G5

SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO \ -

A MAINTAINED ROADWAY MUST BE REMOVED IMMEDIATELY. ‘

GEOTEXTILE SHALL BE PLACED OVER ENTIRE AREA OF
STABILIZED CONSTRUCTION ENTRANCE PRIOR TO PLACING STONE.

NEW YORK STATE

STABILIZED

T

~—— (WHITE LINE)

LEW 10" PAVED SHOULDER TO

BE SLOPED AWAY FROM STATE

HIGHWAY AT EXISTING SHOULDER
CROSS SLOPE

PLANNING BOARD APPROVAL \

TOWN OF NEW WINDSOR
ORANGE COUNTY, NEW YORK

PROJECT TILE

"

L

SEC. 28 ~ BLK 1 -~ LOT 93
ORAWING TITLE

UNAUTHORIZED ALTERATION OR ADDITION 70 A PLAN BEARING A LICENSED
LAND SURVEYOR'S OR PROFESSIONAL ENGINEER'S SEAL IS A VIDLATION OF
SECTION 7209, SUB-DMISION 2 OF THE N.Y. STATE EDUCATION LAW.

AT MATURITY | CONSTRUCTION ENTRANCE DETAIL O.CHD. SHEET NO | DEC. SHEET NO | DRAWNG NUMBER
3. NO SIGNS SHALL BE PLACED OR PROJECT INTO THE STATE R.O.W. I 7 ;
NY.S.D.O.T. ROAD ENTRANCE DETAIL \_ S e e
N N.T.S. o \ AS NOTED|  22107-ENG 22107.01 ,/
N\ 7




